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5/7/0~595W

M10 solar panels

Mono SMBB TOPCon large size half cut
double glass solar panel

Excellent technical advantages and system design scheme to achieve high reliability, power generation
effective gain and EPC cost reduction. Products can match different installation conditions, taking into
account high adaptability and high compatibility. With mature support and inverter scheme,
customized design for industrial and commercial and centralized ground power stations.

MODULE CHARACTER CERTIFICATION
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Lower LID / LETID

Reduce BOS cost increase ROI 87.4%

Non-destructive cutting ¥

Double-sided electricity generation Linear performance warranty Product warranty
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' SR-66MNHLProD 570w-595w Aquaman series

Module Type SR-66M SR-66M SR-66M SR-66M SR-66M SR-66M
570NHLProD | 575NHLProD | 580NHLProD | 585NHLProD | 590NHLProD | 595NHLProD
Module Efficiency (%) 22.09 22.28 2248 22.67 22.86 23.06
Tolerance (W) 0~+5 0~+5 0~+5 0~+5 0~+5 0~+5
Test Environment STC | NOCT | STC | NOCT| STC |NOCT| STC |NOCT| STC |NOCT | STC |NOCT
Maximum Power Pmax(W) 570 430 575 |433.77| 580 |43755| 585 |44132 | 590 |445.09] 595 |448.86
Open Circuit Voltage voc(V) 48.73 | 46.54 4892 | 46.73 | 4912 | 46.91 | 49.31 | 4710 | 4950 | 4728 | 49.70 | 47.47
Short Circuit Current Isc(A) 1496 | 12.07 |15.08 | 1213 1510 | 1219 1517 | 1224 | 15624 | 123 1531 | 12.36
Maximum Power Voltage vm(V)| 4026 | 3778 | 4042 | 37.93 | 4058 | 38.08 | 40.74| 3823 | 40.9 |38.38 | 4106 | 3853
Maximum Power Current Im(A) | 1416 142 | 1423 1.47 14.3 .53 | 1436 | 1.58 | 1443 | 11.64 14.5 11.69
Cell Type (mm) M10 TOPCon
Number of Cells (Pcs) 132(6x22)
Maximum System Voltage (V) DCI1500
Temp.Coeff.of Voc (%/°C) -0.26
Temp.Coeff.of Isc (%/°C) 0.046
Temp.Coeff.of Pm (%/°C) -0.3
Operating Temperature (°C) -40to 85
Nominal Operating Cell
Temperature(NOCT) (°c) 452
Max.Series Fuse (A) 30
Pressure Bearing (Pa) 5400
wind Bearing (Pa) 2400
STC: Irradiance 1000W/m2, Cell temperature 25°C, AM1.5
NOCT: Irradiance 800W/m2, Ambient temperature 20°C, Wind speed im/s
Different backside power gains(585W) 10% 15% 20% 25%
Peak Power Pmax(W) 6435 67275 702 73125
Open Circuit Voltage Voc(V) 4931 49.32 49.33 4935
Short Circuit CurrentIsc(A) 16.68 17.44 1819 18.94
Maximum Power Voltage Vm(V) 4074 4075 4076 40.77
Maximum Power Current Im(A) 15.80 16.51 17.22 17.94
MATERIAL DETAILS
Frame Anodized aluminum Cable&Connector | 4mm? EVO2 or EVO2 compatible
Cell 6x22pcs mono solar cell Junction Box 1p268, TUV&UL
Glass a’;zd?rgt’;gﬁgi;iile;gg;ootmg gitbl;ngth of 350mm or as customer's requirements
PACKING DETAILS
Dimension 2278x1133x30mMm Weight 311kg
Loading Capacity | 740pcs/40'HC Packing 37pcs/pallet
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|-V CURVES OF PV MODULE(595W)

Voltage(V)

P-V CURVES OF PV MODULE(595W)

GLOBAL LEADING NEW ENERGY COMPANY

>

«
SUNRISE %,
2EFMR <Y

ENGINEERING DRAWINGS

2278

30
30

i

10.9 ‘
Short side B-B

—

285

L s ]
Long side A-A

Version: EN_20250319



